
Axia 3 
Engineered for performance, 
designed for the customer experience



Applications

Schréder listens to 
its customers
We know that you are striving for safe roads and places that people will 
enjoy. You want to provide safety and well-being, but with a balance 
between your budget, people and the planet. With customer feedback 
playing a critical part in our innovative design process, we developed Axia 3. 
More than a luminaire, it is a platform delivering sustainability, cost effectiveness 
and customer experience, all while supporting smart city frameworks.
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   Light when you need it

Why would you leave on the light when nobody’s home? 
The same goes for public spaces. In places with little 
nocturnal activity, minimise light pollution and maximise 
energy savings through sensor controlled dimming. Passive 
infrared sensors provide the perfect platform to adjust the 
lighting according to movement detection.

    

     You decide!

You can easily program the smart luminaire controllers with 
complex dimming profi les. You decide the light output levels 
for each scenario, its delay and hold time. Axia 3 is ready 
out of the box, confi gure the whole network, clusters or 
individual luminaires and even respond in real time, overriding 
the profi les during emergencies. The light is yours.

     When darkness falls

It is obvious you only need light when it is dark. Photocells 
or daylight sensors provide control based on natural 
light, ideal for automatically adjusting through the seasons 
and ensuring no light is wasted on longer summer days. To 
provide extra safety and comfort in public spaces, luminaires 
can also be switched on during critical meteorological 
conditions, for instance when the sun is hidden by dark clouds 
before a storm.

      

      You are in control

You can access and control the Axia 3 luminaires anytime, 
anywhere with your control management system (CMS). 
Proactively create scenarios and steer your lighting schemes 
to provide the right lighting levels at the right time and in 
the right place. Remote management systems such as Owlet 
IoT can provide real-time notifi cations on the status of your 
lighting network.

Prepare for a
connected future
The future starts now. Even though it is yet to be determined, 
you must strive to prepare for it.

Axia 3 is ready. This connected-ready smart luminaire is 
FutureProof and can easily integrate sensors and control 
systems, both today or in the future.

connected future

Environments that work 
both day and night

Minimise light pollution and 
maximise energy savings

Proactive and reactive control

Integrated data collection
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Characteristics

Axia 3.1 3.2 3.3

Recommended
Installation height 4 to 12m / 13’ to 40’ 

Typical luminaire
output flux (range)

1,000 to
5,700lm

2,100 to
10,500lm

4,200 to
22,000lm

Efficiency Up to 
145lm/W

Up to 
157lm/W

Up to 
165lm/W

Colour temperature Warm (3000K) or neutral (4000K) white

Nominal voltage 220-240V / 50-60hz

Main applications

URBAN &
RESIDENTIAL 

STREETS

LARGE 
AREAS

ROADS & 
MOTORWAYS

BIKE & 
PEDESTRIAN

PATHS

SQUARES & 
PEDESTRIAN

AREAS

CAR PARKS

BRIDGES RAILWAY 
STATIONS & 

METROS

Axia 3 is the most comprehensive and 
best value LED solution for roads, streets 
or pedestrian areas.

Axia 3 is available in three sizes. Axia 3.1, with up to 
16  LEDs, is perfectly suited for low-height applications, 
whereas Axia 3.2 and 3.3, with up to 32 or 64 LEDs,  
are ideal for lighting urban and large roads, avenues and 
large carriageways.

IK 10

10kV

IP 66

• Maximised savings in energy and maintenance costs

• ProFlex™ photometric engines offering high efficiency 
lighting, comfort and safety

• 3 sizes to provide the most accurate solutions without any 
oversizing for numerous road and urban applications 

• Easy installation: pre-cabled and equipped with universal 
fixation, adapted for side-entry and post-top mounting 

• Adjustable inclination for optimised photometry and 
uniformity

• Connected-ready

Key  advantages

Dimensions | Mounting

Axia 3.1 Axia 3.2 Axia 3.3

A 513mm | 21.8” 585mm | 23” 550mm | 21.6”

B 191mm | 7.5” 191mm | 7.5” 277mm | 10.9”

C 130mm | 5.1” 130mm | 5.1” 130mm | 5.1”

CxS 0.032 0.030 0.042

3.6kg | 7.9lbs 4.8kg | 10.6lbs 6kg | 13.2lbsKG
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A
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Axia 3
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Axia 3 fi rst and foremost provides highly effi cient lighting, comfort and safety,
thanks to the optimised ProFlexTM photometric engines. The lenses are integrated 
directly into a polycarbonate protector. This concept, developed by Schréder, 
increases performance by reducing the number of refl ections inside the optical 
unit. The polycarbonate used for the ProFlexTM photometric engine offers essential 
characteristics such as high optical clarity for a superior light transmission, a very 
high impact resistance and a long life span with UV-stabilisation treatment.
It provides extensive light distributions tailored to local applications so that it 
offers reduced power consumption at existing spacings.

Axia 3 comes pre-cabled, hence there is no need to open the luminaire. This is 
coupled with its lightweight and compact design which makes it easy to handle 
during the installation. This plug and play approach results in a quick and effi cient 
installation so that you can save on deployment costs.

The complete range has an integrated universal fi xation for spigots ranging from 
Ø32 to Ø76mm, adapted for both post-top (-5°/+15°) and side-entry (-10°/+10°) 
mounting. Axia 3 virtually fi ts to any type of pole. The inclination angle can be 
adjusted for optimised lighting, reducing power consumption and light pollution.

Axia 3 is a fi t-and-forget product. Furthermore, it is agnostic from a control system 
point of view thanks to its universal 7-pin NEMA socket and DALI protocol driver 
communication as standard.

The Axia 3 design has been optimised to drastically reduce your environmental impact. 
Its production and assembly were critically reviewed to give preference to operations 
with the lowest possible carbon footprint. 

Axia 3 has been engineered to minimise the use of raw materials for maximum 
robustness. The lighter the luminaire, the more environmental savings on all levels: 
production, packaging, transport, installation. 

Axia 3 relies on advanced techologies to keep the energy consumption to a minimum. 
It comes connected-ready, so it can be upgraded with controllers and sensors to 
meet your future needs. Axia 3 helps you to reach your environmental goals without 
committing large economical investment.

Choose
photometric
innovation

Save on 
installation

Minimise your 
ecological
footprint
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The light you need
Its three sizes, multiple lumen packages 
and numerous lighting distributions 
provide the most balanced solution 
for paths, roads or spaces.

Fast and easy 
With its universal fixation (for both 
post-top and side-entry), you can install 
the Axia 3 luminaires on virtually any 
type of pole. It comes pre-cabled and 
adjustable for fast and easy mounting. 
No internal connections are needed, 
so you run less risk of encountering 
installation faults.

FutureProof 
This innovative luminaire comes 
connected-ready. It can host the most 
advanced controllers and sensors to 
guarantee the future of your lighting.

A sustainable choice
Axia 3 is a compact, light-weight and 
ultra efficient range of luminaires. With 
Axia 3, we lower the carbon footprint 
of lighting, not only on-site. It uses the 
strictest minimum of raw materials and 
energy, both in production, transport 
and use.

Ready to evolve  
with your needs

Axia 3 delivers unequalled 
cost-effective solutions, 

combining quality of light with 
a minimal carbon footprint. 
It excels in easy installation 
and carefree maintenance, 

reducing operating costs. 
Axia 3 is ready to evolve, just 

as smart cities do, with a 
variety of control features.



The end
is not the end
Schréder strives towards a circular methodology, 

understanding each step in the product 

lifecycle from design to disposal and ensuring 

a minimal impact on environment, all while 

improving product performance and potential.  

Axia 3 is designed to minimise waste while maintaining 

performance, both during its use and afterwards. 

We want you to use our products for as 

long as possible. Our Axia 3 is connected 

ready and can be upgraded to adapt  

to future demands. Its design is fully recyclable, 

minimising waste. Every Schréder company has local 

partnerships to harvest and recycle end-of-life 

lighting products. So that luminaires get a second life.

Lighting is rare as the majority of the energy consumed 

in its lifecycle is during use, not manufacturing. Hence, 

the energy performance and control capability are 

critical to maximise the energy savings throughout 

the products lifespan. With Schréder, you take an 

important step towards your sustainable vision.
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